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Assembly 

   

Installed with Tin Roof Installed with Tin Roof Installed with Tile Roof 

Metal Purlin Hanger Bolt Wood Purlin Hanger Bolt 

 
Component 

  

Hanger Bolt for metal purlin, M8*150mm 
Part No.: ER-HB-MP/8/150EP (bar code: 12-011-00463) 

Hanger Bolt for wood purlin, M8*150mm 
Part No.: ER-HB-WP/8/150EP (bar code: 12-011-00694) 

 
Technical Specification 

Application Tin and Tile Roof 

    
ER-HB-MP/8/150EP 
ER-HB-WP/8/150EP 

Purlin Requirement ER-HB-MP/8/150EP: Metal Purlin 
ER-HB-WP/8/150EP: Wood Purlin 

Pullout Values for ER-
HB-MP/8/150EP 

0.48 mm Steel Substrate: 1.04 kN 
1.50 mm Steel Substrate: 4.62 kN 
1.90 mm Steel Substrate: 6.93 kN 

Pullout Values for ER-
HB-WP/8/150EP 

F7/MGP10 (Softwood) Timber Substrate (25 mm 
embedment): 4.95 kN 
F7/MGP10 (Softwood) Timber Substrate (35 mm 
embedment): 7.10 kN 
F17 (Hardwood) Timber Substrate (25 mm embedment): 
6.44 kN 

Weight ER-HB-MP/8/150EP: 0.065 kg 
ER-HB-WP/8/150EP: 0.060 kg 

Packaging 110 units per pack, 4 packs (440 units) per carton 

Material Hanger Bolt: SUS304 
Nuts: SUS304 
Waterproof Gasket: EPDM 

Standard AS NZS1170.2-2021 

 

Datasheet  |  Hanger Bolt M8x150 

 


